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PRELIMINARY SPECIFICATION GUIDE

FLEXI-LINE - FADE TO ZERO
Flexible Linear LED Luminaire with a Unique Faded End 
in a Choice of Static White CCTs
Side or Top Bending | Outdoor & Indoor Use

Remote Driver

Features & Benefits
Unique Faded End Effect
This luminaire has a fixed fade effect over the length of the 

fitting, independent of any external dimming.

Full Range of CCTs Available 
A range of Static White CCTs are available to match the 

standard Flexi-Line S or T selection. CRI 80, 90 & 95 available.

Resin Encapsulation Technology 
Luminaires encapsulated in polyurethane resin to ensure 

environmental robustness and longevity.

Linear Homogenous Ouput 
Diffused opal finish for homogeneous appearance.

Customisable 
Speak to your Vexica representative about any specific 

requests you have for your project.

Compliance 
UKCA, CE, IP67

5-Year Warranty 

Standard 5-year warranty, L90 (Static White) @ >50,000 hours.

http://www.vexica.com
http://www.vexica.com
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ELECTRICAL INFORMATION

Power Options (W/m) Faded (Changes Along Fixture)

Input Voltage 24 VDC (23V Min, 25V Max)

Dimmable Yes

Connection Type JST JWPF IP67

Maximum Chain Length 4800mm

PHYSICAL & ENVIRONMENTAL INFORMATION

Finish Flexible Polyurethane Resin

Ambient Operating Temperature -10°C to +50°C

Ambient Storage Temperature -30°C to +85°C

IP Rating IP67

IK Rating IK03

Luminaire Weight (kg)

Housing Colour

White Contact Us for

Special Projects

0.530

LIGHT OUTPUT INFORMATION

CCT / LED Colour 2500K, 2700K, 3000K, 4000K

Minimum CRI 80

Optic Type Opal Diffuse Resin

LED Binning 3 SDCM

Lumen Output (lm/m) Faded (Changes Along Fixture)

Approximate Luminaire Power 11W

Luminaire Width (mm) 15

Luminaire Height (mm) 20

Luminaire Length (mm) 15171

1Other lengths may be possible. Please consult your Vexica representative. 

Vexica run regular development cycles, continuously optimising and balancing product specifications to best suit our customers. All information therefore, is intended as a guide and specifications may change on occasion without notice or announcement. Technical data is 
measured under controlled conditions, expected performance is within +/- 10% of advertised figures. Information provided above is intended as a description of the product and shall not be used in the form of any contract. 

http://www.vexica.com
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BEAMSHAPE

DIFFUSE
All Models

STATIC WHITE
2500K, 2700K, 3000K, 4000K

LED CCT/COLOUR OPTIONS

PRODUCT DIMENSIONS

Flexi-Line S - Fade to Zero

Side-Bending with Faded Effect
Single sided lumination

Representation of Effect

FOR ILLUSTRATION PURPOSES ONLY

Flexi-Line T - Fade to Zero

Top-Bending with Faded Effect
Single sided lumination

PRODUCT CODES

Side-Bending (S) Top-Bending (T)

Left Hand Fade VEX-FLEXI-LINE-S-[CCT]-1517-FADE2ZERO-LH-IP67-DIF-SPECIAL VEX-FLEXI-LINE-T-[CCT]-1514-FADE2ZERO-LH-IP67-DIF-SPECIAL

Right Hand Fade VEX-FLEXI-LINE-S-[CCT]-1517-FADE2ZERO-RH-IP67-DIF-SPECIAL VEX-FLEXI-LINE-T-[CCT]-1514-FADE2ZERO-RH-IP67-DIF-SPECIAL

Standard Flexi-Line VEX-FLEXI-LINE-S-[CCT]-[LENGTH]-15W-IP67-DIF VEX-FLEXI-LINE-T-[CCT]-[LENGTH]-15W-IP67-DIF

http://www.vexica.com
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Compliance

Standard Marks

STANDARDS & CERTIFICATIONS

Sustainability Responsibly manufactured from materials that are free from ‘Red List’ chemicals

Recyclable Not Recyclable

Environmental Suitability

Reliability

Manufacturing All Vexica products are manufactured in our UK-based factory using components 

sourced from internationally recognised ‘tier 1’ suppliers

Quality Assurance Each product is designed and manufactured for reliability and each batch undergoes 

through quality assurance testing

Warranty & Terms

Terms & Conditions Warranty Registration

For details on our warranty and business terms, please click or scan the QR Code.

MOUNTING OPTIONS

FLUSH MOUNT
CLIP
Stainless Steel

CABLE MANAGEMENT 
CLIP
Stainless Steel

FLEXI-CHANNEL
GUIDE
Stainless Steel

ORDER CODE: 007900 ORDER CODE: 008981 ORDER CODE:	S - 017227
	 T - 017228 

RIGID
CHANNEL (T ONLY)
Aluminium

RIGID CHANNEL WITH 
CABLE MANAGEMENT 
(T ONLY) Aluminium

SURFACE MOUNT
CLEAR CLIP (T ONLY)
Polycarbonate

ORDER CODE: 020805 ORDER CODE: 017229 ORDER CODE: 022138

http://www.vexica.com
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